REV REVISIONS DATE |APPD
A |ORIGINAL RELEASE 7/43| ERC
B |[CHANGED PER ECO 1181 3/94| DAS
C | CHANGED PER ECD 1645 10/9% DAS
0 |[CHANGED PER ECD § 1748 Zﬂﬂl DAS

#2.00 [S1] +£.02 THRU
CENTERED IN BOTTOM OF BOX

7

DN VA

SHAOWN WITH CQVER REMOVED
CONDUIT WASHER —

|l 8.00 [203]

—— CONDUIT LOCK NUT

1 1/2" FEMALE SOCKET/
MALE EXTERNAL THREAD ADAPTER

6.75 [171] sQ.

STILLPIPE (BY CUSTOMER)

SEE NQTES 3,5
ALTERNATE VIEW
1 1/2" SCHEDULE 40 PVC FIPE
6.53
[1e6] NOTES:
1. COVER, GASKET., SCREWS, CONDUIT LOCK NUTS, AND

CONDUIT WASHERS SUPPLIED. STILLPIPE BY OTHERS.
2, STILLPIPE MUST BE 1 1/2° OR LARGER.
‘ 3. STILLPIPE MUST TERMINATE WITH 1 1/2" NPT THREAD,
WHICH MUST EXTEND 1 1/2" ALONG PIPE IN ORDER
FOR CONDUIT LOCK NUTS TQ TIGHTEN PROPERLY.
4, IF STILLPIPE IS CONSTRUCTED FROM 1 1/2" PIPE,
_— SCHEDULE 490 PIPE MUST BE USED. SCHEOULE 80 PIPE IS
UNACCEPTABLE AS THE 1.5D" I.D. IS TGO SMALL TO
ACCOMGDATE THE METRITAPE SENSOR.
IF 1 I-1:|'/2 PVC SCHEDULE 40 PIPE 1S USED, A FEMALE
CONDUIT LOCK NUTS SOCKET /MALE EXTERNAL THREAD ABRAPTER MUST BE USED
AS SHOWN IN ALTERNATE VIEW. SCHEDULE 40 PVC PIPE

IS NOT RECOMMENDED TO BE THREADED.

1.5 [38]
SEE NOTE 3

f

CONDUIT WASHERS

v

Atimctiesns | MOWA Conalllum
STILLPIPE (BY CUSTOMER) o Py
SEE NOTES 2,3,4 am OUTLINE & MOUNTING
AGS
SENSOR HOUSING 666 SERIES
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